Nice

Robus 600 HS

For the rapid operation of sliding gates
weighing up to 600 kg.

() Available in a KIT e

New control units
with built-in Wi-Fi,
quick and easy
programming via
the MyNice Pro
app

EPD*

NICE GREEN —
INNOVATION  S-P-11924

BlueBus m

Non-reversible, 24 VDC, magnetic lim-

it switch, control unit with built-in radio
receiver, compatible with optional buffer battery
(PS124).

Ideal for intensive use: a 4 m gate opens in
less than 10* seconds.

Efficient and safe: functional mechanical
design and high-performance materials. 90%
energy saving in standby.

Safe and easy-to-use release lever; mag-
netic limit switch, easy to install and allows for
shorter rack length.

Housings for
adjustable
photocell and
optional LED lights

Programmable via App

With Pro-View or Bidi-WiFi &
MyNice Pro App, installing Nice
Gate&Door systems is even easier
and more convenient.

Find out more on page > 28

Easy to programme thanks to the MyNice Pro
app, connecting the control unit to the Pro-View
or BiDi-WiFi.

Easy to install:

e control unit with integrated receiver in raised
position;

* maximum freedom in horizontal and vertical
base adjustment.

¢ BlueBUS connector allows connections with
just two wires between the control unit and up
to 7 pairs of light barriers and control, safety and
signalling devices;

e expandable control unit with accessory
modules to increase the number of inputs or
outputs;

e fastening backwardcompatible with previous
Nice models (Rox, Road, Robus series).

Smart:
e self-teaching work times;
e control slowdown, speed and force;

e self-diagnosis with status of automation and
accessories signalled via the new Eye Check
system.

Always connected even remotely, thanks to
the built-in Wi-Fi or the BIDI-ZWAVE plug-in
module.

* In a standard installation, excluding acceleration and decel-

eration.

MyNice Pro MyNice Pro
for Android for IOS
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TECHNICAL SPECIFICATIONS

Code Description Pcs./Pallet
RBSG600HS Non-reversible, 24 VDC, fast, with integrated control unit, magnetic 18 Code RBS600HS
limit switch, for gates weighing up to 600 kg ELECTRICAL SPECIFICATIONS
Kit for automating a sliding gate up to 600 kg. Non-reversible electro- Power supply (VAC 50/60 Hz) 230
mechanical gearmotor, 24 VDC, fast, with control unit and integrated Draw (A) 3,1
RBS600HSBDKCE receiver. The kit contains RBS600HS, 2 x MYGO4, 1 x EPMB, 1 x 18 Power (W) 450
ELDC, 1 xTS. PERFORMANCE DATA
Kit for automating a sliding gate up to 600 kg. Non-reversible electro- Speed (M/s)
RBS600HSBDKLT mechanical gearmotor, 24 VDG, fast, with control unit and integrated 30 Force (N) 360
receiver. The kit contains RBS600HS, 2 x MYGO4, 1 x TS. Working cycle (cycles/hour) 4 m leaf 40
DIMENSIONAL AND GENERAL DATA
N.B. Pack contents may vary: always consult the dealer. Protection class (IP) 44
Operating temperature (°C Min/Max) -20 + +50
The RBS600HSBDKCE kit contains: \5’\}”79;?";”5 (mm) 34OX221C1’X303 h
Code Description Quantity eight (kg)
Non-reversible electromechanical gearmotor, 24 VDC, fast, with control unit
RBS600HS ) . o 1
and integrated receiver, for gates weighing up to 600 kg
MYGO4 4-channel 433.92 MHz transmitter 2
EPMB Pair of surface-mounted light barriers compatible with BlueBUS connection 1
ELDC Flashing LED light with integrated antenna 1
TS Safety sign 1 DIMENSIONS COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
The RBS600HSBDKLT kit contains: g
Code Description Quantity §
Non-reversible electromechanical gearmotor, 24 VDC, fast, with control unit o
RBS600HS ) . - 1
and integrated receiver, for gates weighing up to 600 kg Control unit/Receiver
MYGO4 4-channel 433.92 MHz transmitter 2 « Integrated*
f —
TS Safety sign 1 _ e OXIBD / OXILR
Tr itter
| s ——] :
COMMON ACCESSORIES >0 e ERA INTI - 2 channels, 433.92 MHz, different colours
Code Description Pcs. Pack e ERA ONE/MYGO - 1, 2, 4 or 9 channels, 433.92 MHz
MCU4 Spare control unit for RBS600HS complete with MLAE22 board and built-in 1 * ERA ONE BD / MYGOBD / ERA ONE LR
Wi-Fi e ERAFLOR/DOMi
MLAE21 Plug-in expansion board 1 Output 2 Input 1 Photocells
MLAE22 Plug-in expansion board 2 Output (1 230V Relay) 2 Input 1 EPS - Slim / EPM - Medium / EPL - Large
MLAE44 Plug-in expansion board 4 Output 4 Input 9 ¢ EPSB - Slim, BlueBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS
ROAS Slotted rack, M4 25x20x1000 mm, nylon with metal insert. For gates up 10 * EPMOR - Medium, reflective
to 500 kg EPMORB - Medium, BlueBUS, reflective
Slotted nylon rack M4 25x20x1000 mm with metal core, six fastening EPMOW - Medium, wireless self-synchronised
ROA66 - B 10
points. For gates weighing up to 800 kg F210 - Synchronised, adjustable / FT210 - For sensitive edges
ROA7 Galvanised rack, M4 22x22x1000 mm 10 e F210B - BlueBUS
ROAS8 Galvanised rack, M4 30x8x1000 mm, with screws and spacers 10 Flashing light
PS124 24V battery with integrated battery charger 1 ELAC
e ELDC

WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions in the Opera system

tes and garage doors
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