Nice

Robus 400/600

For sliding gates weighing up to 400 kg
(RBS400) and 600 kg (RBSG00).

() Also available in a KIT

o
XN T e e
et e Wy T o o o S S ey

AP T O A e ey Yy

Y o ey

e e L e B e e T

St

NI ) N S ey

AR AR A AN mS

ARAmAAAAARA AR A

EPD”

NICE GREEN —

INNOVATION S-P-11924
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Non-reversible, 24 VDC, magnetic lim-

it switch, control unit with built-in radio
receiver, compatible with optional buffer battery
(PS124).

Efficient and safe: functional mechanical de-
sign and high-performance materials.

Safe and easy-to-use release lever; mag-
netic limit switch, easy to install and allows for
shorter rack length.

Easy to programme
thanks to the MyNice Pro app, connecting the
control unit to the Pro-View or BiDi-WiFi.

Programmable via App

Easy to install:
e control unit with integrated receiver in raised

position;

* maximum freedom in horizontal and vertical
base adjustment.

¢ BlueBUS connector allows connections with
just two wires between the control unit and up
to 7 pairs of light barriers and control, safety and
signalling devices;

e expandable control unit with accessory
modules to increase the number of inputs or
outputs;

e fastening backwardcompatible with previous
Nice models (Rox, Road, Robus series).

Smart:

e self-teaching work times;

e control slowdown, speed and force;

e self-diagnosis with status of automation and
accessories signalled via the new Eye Check
system.

Always connected even remotely, thanks to
the BIDI-WIFI or BIDI-ZWAVE module.

MyNice Pro MyNice Pro
for Android for IOS

With Pro-View or Bidi-WiFi &
MyNice Pro App, installing Nice
Gate&Door systems is even easier

and more convenient.

Find out more on page > 28
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COMMON ACCESSORIES

Code Description Pcs./Pallet
Non-reversible electromechanical gearmotor, 24 VDC, with control unit and Code Description Pcs Pack
RBS400 h . ISR B 30
integrated receiver, magnetic limit switch, for gates weighing up to 400 kg MCU1 Spare control unit for RBS400 and RBS600 1
RBS400BDKCE m f&rj Tt?méétgﬁ E’c; S1|idif|159|_ gféte1ur> ;OS 400 kg. The kit contains RBS400, 2 x 18 MLAE21 Plug-in expansion board 1 Output 2 Input 1
X X I xTe MLAE22 Plug-in expansion board 2 Output (1 230V Relay) 2 Input 1
RBS400BDKLT ’Pf/;’:(fg(rjiu?r;\?rténg a sliding gate up to 400 kg. The kit contains RBS400, 2 x 30 MLAE44 Plug-in expansion board 4 Output 4 Input 1
! : ROA6 Slotted rack, M4 25x20x1000 mm, nylon with metal insert. For gates up to 500 kg 10
Non-reversible electromechanical gearmotor, 24 VDG, with control unit and Slotted nylon rack M4 25x20x1000 mm with metal core, six fastening points. For gates weighing u
RBS600 integrated receiver, magnetic limit switch, for gates weighing up to 600 kg 80 ROAG66 to 800 k gy ' 9p ' 9 ghing up 10
RBS600BDKCE S:(]grint$TaEtg]h%§ i“ii%?_g%tefs _}%600 kg. The kit contains RBS600, 2 x 18 ROA7 Galvanised rack, M4 22x22x1000 mm 10
- : — . : - - ROA8 Galvanised rack M4 30x8x1000 mm, with screws and spacers. 10
RBS600BDKLT Kit for automating a sliding gate up to 600 kg. The kit contains RBS600, 2 x 30 PS124 24V battery with integrated battery charger 1
MYGO4, 1 x TS.
The RBS400BDKCE kit contains: Code RBS400 RBS600
Code Description Quantity ELECTRICAL SPECIFICATIONS
Non-reversible electromechanical gearmotor, 24 VDC, with control unit and Power supply (VAC 50/60 Hz) 230 230
RBS400 . . -2 1
integrated receiver, for gates weighing up to 400 kg Draw (A) 11 21
MYGO4 4-channel 433.92 MHz transmitter 2 Power (W) 250 450
EPMB Pair of surface-mounted light barriers compatible with BlueBUS connection 1 PERFORMANCE DATA
$;DC ;Ia;srtnngl LED light with integrated antenna 1 Speed (M/s) 034 034
ey sin Force (N) 400 600
Tre RESA0OBDRITKI - Working cycle (cycles/hour) 4 m leaf 35 40
e RBS400 it contains: , DIMENSIONAL AND GENERAL DATA
Code Description Quantity -
- - - - Protection class (IP) 44
RBS400 Non-reversible electromechanical gearmotor, 24 VDC, with control unit and 1 5 - G i 20
integrated receiver, for gates weighing up to 400 kg perating temperature ( in/Max) 20 + +55
MYGO4 4-channel 433.92 MHz transmitter 2 Dimensions (mm) 340x220x303 h
TS Safety sign 1 Weight (kg) 11 11
The RBS600BDKCE kit contains: DIMENSIONS COMPATIBILITY WITH CONTROL SYSTEMS AND ACCESSORIES
Code Description Quantity
RBS600 Non—reverS|bIe eleotromechamcal glearmotor, 24 VDG, with control unit and 1 S 8
integrated receiver, for gates weighing up to 600 kg _ ]
MYGO4 4-channel 433.92 MHz transmitter 2 g &
EPMB Pair of surface-mounted light barriers compatible with BlueBUS connection 1 geasassacas Control unit/Receiver
ELDC Flashing LED light with integrated antenna 1 - §§§§§§§§ §§§§§§g§§§ ¢ ¢ Integrated*
TS Safety sign 1 8 PR p— e o OXIBD/OXILR
Transmitter
The RBS600BDKLT kit contains: [] [ 8 —— T e e« ERAINTI - 2 channels, 433.92 MHz, different colours
Code Description Quantity | 340 | 220 e ¢ ERAONE/MYGO - 1,2, 4 or 9 channels, 433.92 MHz
Non-reversible electromechanical gearmotor, 24 VDC, with control unit and e + ERAONEBD/MYGOBD /ERA ONE LR
RBS600 . . i 1
integrated receiver, for gates weighing up to 600 kg « « ERAFLOR/DOMi
MYGO4 4-channel 433.92 MHz transmitter 2 Photocells
TS Safety sign 1 e« EPSB - Sim, BlusBUS / EPMB - Medium, BlueBUS / EPLB - Large, BlueBUS

N.B. Pack contents may vary: always consult the dealer.

EPMOR - Medium, reflective

EPMORB - Medium, BlueBUS, reflective

EPMOW - Medium, wireless self-synchronised

F210B - BlueBUS

FT210B - For sensitive edges, BlueBUS
Flashing light
ELDC

WLT - Multifunction LED light

* Radio receiver not compatible with the O-box functions of the Opera system.
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